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TEST PLAN 
START SECTIONS
THE FOLLOWING SECTIONS CREATE THE BEGINNING OF THE INTEGRATION TEST PLAN.
ABBREVIATIONS
DESCRIBES THE ABBREVIATIONS USED IN THE DOCUMENT.
PURPOSE OF THE TEST
TARGET TO BE REACHED BY TEST
SCOPE OF THE TEST
TEST COVERAGE (RELATED MODULES, COMPONENTS)
REFERENCES
DESCRIBES THE REFERENCES USED IN THE DOCUMENT.
TEST METHOD
TEST STRATEGY (E.G. WHITE-BOX, BLACK-BOX FOR SOFTWARE)
TEST METHODS TO BE USED
SPECIAL TESTING EQUIPMENTS     
TEST DATA SOURCE
TEST RESPONSIBILITIES
TEST START AND END CRITERIA
WHAT SHOULD BE COMPLETED TO START THE TEST
WHAT MUST BE ACCOMPLISHED TO COMPLETE THE TEST
TEST PROGRAM
PROGRAM THAT SPECIFIES THE START AND END TIMES OF ALL SUBJECTS IN THE TEST SCOPE (REGRESSION TESTS WILL BE COVERED)
THE DEFINITION OF THE REPORTING PROCESS TO BE USED OR SEND IT TO THE RELEVANT
THE DEFINITION OF THE PROCESS THAT WILL BE USED TO ENSURE THAT THE TEST IS ADAPTED TO THE PROGRAM AND TO ANALYZE THE PROBLEMS ENCOUNTERED.
SYSTEM REFRESHING PROGRAM TO BE PROVIDED TO THE TEST GROUP.
CRITERION TO DETERMINE THE NECESSITY OF UNPROGRAMMED COMPENSATION FOR THE TEST TO RUN (E.G. A PROBLEM PREVENTS THE TEST OF ONE OF THE MAIN COMPONENTS)
DEPENDENCIES AND RISKS
ELEMENT OR STAFF DESCRIPTION THAT WILL AFFECT THE SUCCESSFUL COMPLETION OF THE TEST
POSSIBLE RISKS ASSOCIATED WITH THE TEST AND MEASURES TO MINIMIZE THESE RISKS
RESOURCES REQUIRED FOR TESTING
HARDWARE
SOFTWARE
DOCUMENTATION
STAFF
OTHER (E.G. SPECIAL TOOLS)
TEST PHASES
THE SECTION BELOW WILL BE FILLED OUT SEPARATELY FOR EACH TEST TO BE APPLIED AND "2.2." WILL BE NUMBERED INCREMENTALLY, STARTING WITH THE
THE ONLY REFERENCE NUMBER AND NAME ASSIGNED TO THE TEST HOUSE WILL BE ENTERED.
RELATED DOCUMENTS
CROSS-REFERENCE TO THE RELEVANT WANT AND/OR DESIGN IN THE ISTERLER SPECIFICATION AND/OR THE DESIGNER SPECIFICATION WILL BE MADE.
THE TEST TO BE APPLIED WILL BE BRIEFLY DEFINED.
[bookmark: _GoBack]TEST DATA
THE DATA TO BE USED DURING THE TEST WILL BE DEFINED.
EXPECTED OUTCOME OF THE TEST
THE EXPECTED OUTCOME OR RESULT TYPE OF THE TEST TO BE CONTROLLED BY THE TESTER WILL BE EXPLAINED.
EXPECTED DURATION OF THE TEST
WHEN THE TEST IS PERFORMED, THE SYSTEM WILL BE ENTERED TO PREVENT TIME LOSS IN THE FACE OF AN ENDLESS LOOP OR DEADLOCK.
PREREQUISITE FOR TESTING
Phases of phases that must be performed before the test is performed will be entered.
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